Filter/ Water Separator
FW24-H-T Series

FAUDI

L L X ] aviation

Qualified to specification El 1581 6th Edition, Category C, Type S-M

The standardized filter/water separator FW24-H-T is designed to be
compliant with procedural guidelines, applicable legal regulations

and requirements of the pressure vessel regulation AD2000.

The filter vessels incorporate threaded base coalescer elements and

reusable separator elements.

Application Area

« Designed for hydrant dispensers and refuelers

Technical Data

« Design and construction:
» Design pressure:

i

,;g

El 1596 3rd Edition
Designed according to EN 12312-05

 Flow rate: Up to 4180 lpm (1104 USgpm)

Standard Design

« Material: Stainless steel
« Interior: Stainless steel
« Cover seal:

« Anti-vibration grid:

Recommended Accessories

« Differential pressure gauge

« Manual drain valve

« Automatic air eliminator

« Pressure relief valve

« Sampling probe connections
« Electronic sensors
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Order Reference

Vessel Coalescer Elements Separator Elements Flow Rates
Model No. Model Quantity Model Quantity lpm USgpm
FW24-H-T-6-770-10 P2.1-770-6 6 60.4C4-754-DV 1 660 174
FW24-H-T-12-770-10 P2.1-770-6 12 60.4C4-754-DV 2 1320 348
FW24-H-T-19-770-10 P2.1-770-6 19 60.4C4-754-DV 3 2090 552
FW24-H-T-25-770-10 P2.1-770-6 25 60.4C4-754-DV 4 2750 726
FW24-H-T-31-770-10 P2.1-770-6 31 60.4C4-754-DV 5 3410 900
FW24-H-T-38-770-10 P2.1-770-6 38 60.4C4-754-DV 6 4180 1104
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Technische Daten / TECHNICAL DATA
Berechnung, Herstellung / DESIGN CODE AD-2000
% Max. zul. Betriebsiberdruck (PS) /MAWP (PS) 10bar
Prifdruck / TEST PRESSURE 15 bar
@ Prifdruck Einfrittskammer / TEST PRESSURE INLET CHAMBER 8bar
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FW24-H-T-6 Medium/ MEDIUM Jet Fuel
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: Abnahme / APPROVAL DGRL 2014/68/EU
FW24-H-T- Baureihe - PN10
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Model Qty. Model Qty. | [/min] [dm?] [kal NW\__F [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]
FW24-H-T-6-770-10 3014077 60.4C4-754-DV | 1 P.2.1-770-6 6 660 55 7 DN5OTW| 273 1067 1150 75 80 80 498 147 441 300 168,3 410
FW24-H-T-12-770-10 3013622 60.4C4-754-DV | 2 P.2.1-770-6 12 1320 97 150 DNBOTW| 356 1092 1190 75 80 90 628 140 560 400 273 500
FW24-H-T-19-770-10 3013621 60.4C4-754-DV | 3 P.2.1-770-6 19 2090 160 227 DN100 TW| 457 1112 1215 75 110 100 728 160 665 500 3239 600
FW24-H-T-25-770-10 3013620 60.4C4-754-DV | 4 P.2.1-770-6 25 2750 200 266 DN150 TW| 508 1145 1248 80 125 125 781 170 710 550 3239 650
FW24-H-T-31-770-10 3013619 60.4C4-754-DV | 5 P.2.1-770-6 31 3410 240 317 DN150 TW| 559 1135 1244 80 140 140 832 190 720 600 3239 700
FW24-H-T-38-770-10 3013618 60.4C4-754-DV | 6 P.2.1-770-6 38 4180 288 340 DN150 TW| 610 1150 1259 80 165 165 883 190 775 650 3239 750
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